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Kuka?

Janne Kousa, Engineering Manager
Rautellav. 2005&htien

Mukana AM- tekniikan tuomisesta Rautelle
v. 2015alkaen

Master Thesis. 2019varaosien3D-
tulostamisaen mahdollisuuksista PK-
yrityksessa




Lisaarvoa metsavarolille

Rauteon maailman johtavia teknologiga
palvelutoimittajia

ypuutuotetoimialalla

vglobaalisti.
Luomme lisdarvoa metsavaroille rautaisella
yhdistelmalla:

yasiantunteva henkilosto ja

vkestava ja resurssitehokas teknologia.

Autamme asiakkaitamme menestymaan
ytanaan ja tulevaisuudessa.
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Plywoodtechnologyfor all wood species

Loghandling

Inthe Rautelog handlinglineslogs
aremadesuitablefor productiveand
profitable veneerproduction We
usethe bestavailabledebarkersand

Drying SMART MILL TECHNOLOG

Rautesuppliestwo typesof dryers Rollerdryersandscreendryers Thetype and Machineautomation

the length of the dryeris basedon the raw materialand capacityneeds Inthe = 2 3
gradingline after the dryer, veneersare sortedbasedon moisturecontent, visual M aCh Ine vision

quality and strength

log scannersn the market to Measuringand grading
supglementourown log handling Panellay—up Realtime data for
products. ..

Layuplinesvaryfrom traditional manualroller layup maxi mlzemerforman ce

linesto fully automaticones Glueapplicationis g
doneeither by rollers, liquid extruderor curtain and quallty
coaterbasedon customerpreferenceandgluetype.

Peeling

w I dzipé&ekvglinescoverthe whole spectrumof
peelingneeds Thestartline is our spindleless

LitePeelfollowed by the Pro andthe fully automatic
Smartpeelinglines

Pressing

w I dziprés@esare vertical pressesvherethe pressplaten sizevariesanywhere
from 5x5ft to 7x13ft. Theycanhaveup to 50openingsbasedon the desired

capacity .
Panelrepairing

w | dzia@dinaticpanelrepairingline can
containfrom oneto sixrepairingcellsand
onecellisableto handlefrom oneto two
different repairingtools. Typical
automaticrepairingline includessix
repairingtools which equalsthe capacity
of 1520 manualoperators

Composing

Withw | dzicd®n@aserst is possibleto composeeither green
(wet) or dry veneers Rautealsosuppliesthe only combiline
in the world whereit is possibleto composeboth greenand
dry veneers

Scarfjointing

w | dzispREkdtyin the scartjointing linesis the wedge
type veneerscarfingpress Thereis only one cylinderin the
presscomparedto the traditional style of havingup to six
cylindersper press

Overlaying

w | dziove@agingpressesare typically
multi openinglinesbut alsosingle
openingshort cyclepressesare available

Patching

w I dzia@amnaticpatchingline cancontainfrom oneto four patchinglevelsand
dependingon the veneersizefrom oneto two patchingheadsperlevel The
maximumnumberof patchinglevelsare four which equalsthe capacityof 14-16
manualpatchingstations

Otherpanelprocessing

Sawindines sandinglines packinglines
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AM- historiaRautellalyhyest

A Ensimmainen tulostuspilotti 2015VTT:n
kanssabsanaFimece projektia g
tarkoituksena demonstroida3D- tulostusta

A Toinen pilotti tulostettiin saman aikaan
LUT.n laboratoriossamuttase el _
osoittautunut tuotantokelpoiseksosaksi

A Metallikappaleiden
kayttd tuotantolinjoissa
alkanut 2016

A BEnsimmaiset muoviosat
tulostettu 2017
demokéyttoon

/A Oma FDM tulostin
hankittu 2018
T&K- kayttoon

WWW.raute.com : R R A T - = RAUTE



AM- status Rautella

Useita mekaniikkasuunnittelijoita
koulutettu AM:n perusteisiin(DFAM)

Noinpuolet valmistetuistakappaleistaovat
1:1 samojakuin koneistetutkappaleet

Osa kappaleista on suunniteltu AM-
tekniikkaaajatellen tamatyo tulee
jatkumaanja lisdantymaan

Materiaalitekniikartietamyslisaantynyt
AM:n myo6ta, sekametallienetta erityisesti
muovienosalta




Tuotekehityskappaleita

Useitaprototyyppejatehty
tutkimuskayttoon, myostutkimuslaitosten

kanssa
Padosakappaleistametallia RST seka MS1

Tuotekehityksen omaa tulostinta _
hyddynnettyensimmaisten demomallien

tekoon



